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New Product: Digital Flow Meter Assembly

NPK Part number T0O10-8020

NPK now offers a fully digital flow meter capable of 7 — 210 gpm and 7000 psi. This unit is
capable of measuring flow, pressure, and peak pressure in both english and metric tables.
Temperature measured in Fahrenheit.

Additional features included:
Built in loading valve.

Bi-directional for simplified connection. Internal oil by-pass protects the tester and
system against overpressure.

Large 4.7” x 1.7” (119 mm x 43 mm) LCD digital display with adjustable contrast
control.

Automatic calculation of hydraulic power and volumetric efficiency.
Easy to operate controls.
Portable and lightweight, 24 Ibs. (10.8 kg).

Detailed specifications are included on the following pages. Flow meters are an essential
tool when troubleshooting any hydraulically operated attachments. The new T010-8020 flow
meter can be purchased from any NPK authorized Dealer.
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industry proven Webster DHT range of portable testers
with the addition of a large contrast adjustable 4.7" x ® LARGE clear digital display with adjustable contrast
1.7" LCD and a built-in pressure transducer. control

The turbine flow meter with built-in loading valve is bi-

directional and specifically designed to enable the =~ @ AUTOMATIC calculation of hydraulic power and
operator to safely simulate system pressures during volumetric efficiency

normal machine operation.

The loading valve features the INTERPASS safety disc @® EASY tfo operate controls. Connect into the
system which in the event of excessive pressure, hydraulic system and simply “Switch on”.

allows oil to bypass the loading valve INTERNALLY

with no external loss of oil from the hydraulic circuit, ® PORTABLE AND LIGHTWEIGHT with angled case
protecting the operator and preventing environmental for easier viewing and cleaning.

contamination.
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