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  SB24-1 
 

SUBJECT:   PRE-DELIVERY INSPECTION 
 

 

MODELS:    ALL NPK CONCRETE CRUSHERS 

 
 
Lubricate all grease points 
 
Note that grease points GR4 and GR5 are only for models with optional rotation. 
 
 

 

 
 

GR1 CYLINDER ROD PIN 
One lubrication point located at 
the jaw attachment end. 

GR2 CYLINDER PIVOT PIN 
One lubrication point per side 
located at the cylinder trunnion 
flanges. 

GR3 JAW PIVOT PIN 
One lubrication point on each end 
of the main pivot pin. 

GR4 
SLEWING  
RING/PINON TEETH 

Two lubrication points 180° apart. 

GR5 MOTOR PINION 
One lubrication point on each side 
of the hydraulic motor located on 
the top bracket. 

 
 
Inspect bracket for loose hardware and all hoses for tightness 
 
Refer to the Fastener and Hose Torque Specification sections in the Operation and 
Maintenance Manual for the correct torque values. 
 
Install NPK Mounting Bracket 
 
Refer to the Mounting Installation Kit Drawing for appropriate torque specs and hose routing. 
 
Print NPK Service Bulletin SB24-2 
 
Bulletin outlines a proper startup procedure and is to be provided to the customer when new 
attachment is sold. 

   

Service Bulletin 
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SUBJECT:   PRE-DELIVERY INSPECTION 
 

 

MODELS:    ALL NPK CONCRETE CRUSHERS 

 
 
PRE-DELIVERY CONCRETE CRUSHER CHECKLIST 

 
 
Concrete Crusher Model _____________________________  
 
Concrete Crusher Serial Number _______________________  
 
Mounting Bracket Serial Number _______________________  
 
Install mounting bracket ______________________________  
 
Secure all hydraulic hoses ____________________________  
 
Check all accessible fasteners _________________________  

 
Apply grease to all grease points _______________________  
 
Print startup procedure and provide to customer ___________  
 
 
*Customer is responsible for ensuring that the carrier is set up with proper hydraulic 
fluid and pressure, per the NPK’s Operators and Maintenance Manual, for this 
attachment prior to installation.* 
 
 
 
 
 
Dealer Signature ______________________________  Date _________________  
 
Customer Signature ____________________________  Date _________________  
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