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             SB24-2 

SUBJECT:  START UP PROCEDURE 
 

MODELS:  ALL NPK CONCRETE CRUSHERS AND MATERIAL PROCESSORS 

 
NPK SUGGESTS TO FOLLOW THIS PROCEDURE WHEN THE ATTACHMENT IS NEW, 

RECENTLY REBUILT, OR HAS BEEN STORED.  

Connect attachment to carrier and verify hydraulic flow and pressure settings:  

NPK suggests hydraulic settings be verified with a loading type flow meter. This testing should 

be completed at full throttle with carrier at operating temperature. Refer to Operators and 

Maintenance Manual for specifications and instructions.  
 

 
 

 
  

 

Cycle jaws open and closed:  

1. Starting with throttle at an idle setting, open and close the jaws of the attachment approximately 

ten cycles without fully reaching the end of cylinder stroke.  

2. Increase the throttle to approximately half throttle and repeat step 1. 

3. Increase throttle to full throttle and repeat step 1. 
 

Close jaws completely:  

With throttle at full position, close jaws completely, holding down the button/foot pedal to actuate 

the jaw close function. The booster should now be heard cycling. This clicking sound should start 

out rapid and slow down to a slow speed. At this point, the attachment is ready for use.  

If the booster does not activate, producing an audible clicking sound, or clicks rapidly without 

slowing down, please refer to the troubleshooting section of the Operators and Maintenance 

Manual.  

SERVICE BULLETIN 


