
Auto Lubes

NPK Attachments designed, built & backed by NPK

Automatically Provide a Continuous 

Supply of Grease While Hammer is 

Running

Hammer Mounted and Carrier Mounted 

Systems Available

Reduce Maintenance Costs by 

Extending Hammer Tool Bushing Life

Reduce Labor Costs Due to Elimination 

of Manual Greasing

All NPK Auto Lube Systems Include 

Mounting Hardware and Adapter 

Fittings

Lubrication Systems 
for Hydraulic 
Hammers



Models PH-3, PH-4 GH-6, GH-7, GH-9 GH-10, GH-12, GH-15, GH-18, GH-23 GH-30, GH-40, GH-50

Models PH-3, PH-4, GH-6
GH-7, GH-9, GH-10, 

GH-12, GH-15, GH-18

GH-23, GH-30, 

GH-40, GH-50

Auto Lubes
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For more 

information on 

Hydraulic  

Hammer

Auto Lubes

Each product sold by NPK is subject to 

an express written warranty. NPK makes 

no other warranty, express or implied, 

including any warranty of merchantability 

or fitness for any particular purpose. 

NPK is not liable for any incidental or 

consequential damages.

7550 Independence Drive

Walton Hills, OH 44146-5541

Phone (440) 232-7900

NPK Construction Equipment, Inc.

npkce.com

Lubrication Systems for 

Hydraulic Hammers

HAMMER GREASE
	» It is imperative that special lubricants be used in your NPK hammer to 

       protect the main components.

	» NPK o�ers hammer grease to meet severe-duty job requirements. Our 

specially formulated moly-based grease and chisel paste are o�ered in:

• 35 lb. pails

G-075/G-075L G-100/G-100L G-150/G-150L G-153/G-153L G-175/G-175L G-186/G-186L

NOTE: Max outputs specified are per hour at 24V. (Numbers would be half at 12V.) Hose from auto lube to hammer is not included and is a dealer supplied option. 

L Models come with a low level switch that activates a warning light and buzzer in the cab, and can be wired (on solenoid energized circuits) to shut off hammer when 

insufficient grease levels are detected.

CARRIER MOUNTED AUTO LUBES

Reservoir

Capacity
4.4 lbs (2 kg) 8.8 lbs (4 kg) 8.8 lbs (4 kg) 17.6 lbs (8 kg) 8.8 lbs (4 kg) 17.6 lbs (8 kg)

Max Output/

Hr at 24V
0.5 lbs (0.22 kg) 0.5 lbs (0.22 kg) 1 lb (0.44 kg) 1 lb (0.44 kg) 1.5 lbs (0.68 kg) 1.5 lbs (0.68 kg)

• Cases of 14 oz. cartridges for Carrier Mounted Auto Lubes

• Cases of refillable 14 oz. cartridges of Chisel Paste for 

	 Hammer Mounted Auto Lubes

Cartridge 

Capacity
14 oz 14 oz 14 oz x 2

Max Output/Hr 0.43 lbs (0.19 kg) 0.43 lbs (0.19 kg) 0.85 lbs (0.38 kg)

G015 G025 G050

HAMMER MOUNTED 

AUTO LUBES

	» Ideal for hammers being used on multiple 

machines

	» Hydraulically-driven

NOTE: Cartridge refill adapter is provided with pump for refilling 

grease. Various cartridge adapters are available for conforming 

to different size grease tubes.

	» Ideal for dedicated hammer carriers 	» Electrically-driven


