
PRODUCT CATALOG

ATTACHMENTS

Hydraulic Hammers • Compactors • Sheet Pile Drivers • Concrete Crushers • Material Processors

Demolition Shears • Demolition Grabs • Pedestal Boom Systems • Hard Car Unloaders

Providing the Productivity You Want and the Reliability You Need!



The NPK Brand Promise

At NPK Construction Equipment, we are committed to setting the standard for quality, reliability and 

customer satisfaction in the construction equipment industry. Our extensive range of high-quality 

attachments is designed, built and assembled in-house, ensuring that every product meets our 

rigorous standards and exceeds our customers’ expectations. We are more than just a supplier, we 

are a dedicated partner committed to helping our customers achieve success through exceptional 

products and unwavering support.

Experience the NPK di�erence – where quality, integrity and customer 

satisfaction come first!

CORE VALUES
Dependability Promise:
When you invest in NPK products, you invest in a lifetime of dependable performance. 

We pride ourselves in the meticulous craftsmanship and continuous improvement of our 

equipment, ensuring long-term reliability and customer satisfaction.

Customer Focus First:
We prioritize open, transparent communication, addressing customer needs promptly and 

e�ectively. From initial inquiries to post-sale support, our team is dedicated to providing 

exceptional service and fostering strong relationships.

Above and Beyond Service:
Timely delivery and helpful, courteous service are at the heart of our operations. We strive to 

make our customers’ jobs easier, consistently bringing value to every interaction.

Commitment to Promises:
Our reputation for exceptional customer service is built on a foundation of integrity and 

follow-through. When we make a promise, we deliver, reinforcing our standing as a trusted 

partner in the industry.

Expertise and Continuous Learning:
With years of experience and a commitment to ongoing growth, we o�er unparalleled industry 

knowledge. Our dedication to research and innovation ensures that we remain at the forefront of the 

construction equipment sector.

Unwavering Support:
We stand by our products and our customers, providing comprehensive support and leveraging every 

interaction to improve our o�erings. Our expertise in product design and service ensures that we can 

e�ectively resolve any issues and enhance our products continually.

Relationship Development:
Building trust and reliability is crucial to our success. We foster lasting connections with our 

customers through consistent, dependable service and by employing a team that genuinely cares 

about their needs.

Long-Term Product Value:
We o�er the best products at fair prices, backed by robust support. Our commitment 

to delivering high-quality, durable equipment ensures that our customers receive excellent 

value for their investment.

NPK AttAchmeNts desigNed, built & bAcKed by NPK
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Hydraulic Hammers
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GHD, GH-Series

Quick-change tool 

system with single 

round retainer pin

Variety of tool 

configurations available

The NPK Rubber Mount System 

helps increase energy transfer 

while decreasing pin & bushing 

wear in the carrier 

Easily accessible gas 

charge valve

Fully-sleeved design allows 

for extended service life — 

more favorable cost of  

long-term ownership

Gas-fired piston 

maximizing hammer 

e�iciency

Fine-threaded Tie Rods

allow for better load 

dispersion minimizing 

thread fatigue

Simple, two-moving 

parts design for 

reliability 

Anti-Blank Fire feature 

increases hammer 

component life

Ports for automatic 

bushing lubrication and 

air for underwater use

Tie Rods enclosed 

in grease chambers 

reducing harmonic 

vibration and 

extending service life

*GHD Models are equipped with 

a speed selector valve that allows 

user ability to switch from 

anti-blank fire to blank fire 

and adjust the speed of the 

hammer as needed per job 

requirements/application

*GHD Models are equipped with 

slip-fit lower tool bushing
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GHD, GH-Series

NPK

Model

Impact 

Energy Class*

(ft lb)

***Impact 

Frequency

(bpm)

Recommended

Carrier Weight

(lb-metric tons)

Oil Flow

(gpm-lpm)

Operating 

Pressure

(psi-bar)

Working 

Weight**

(lb-kg)

Tool 

Diameter

(in-mm)

 Tool

Working Length

(in-mm)

GHD-6 2,000 ft lb
N 450 - 800

H 650 - 1,000

22,000 - 31,000 lb

10 - 14 metric tons

24 - 40 gpm

90 - 150 lpm

2,465 psi

170 bar

2,500 lb

1,135 kg

4.2 in

106 mm

19.7 in

500 mm

GHD-7 2,500 ft lb
N 400 - 750 

H 550 - 900

28,000 - 46,000 lb

13 - 21 metric tons

26 - 48 gpm

100 - 180 lpm

2,600 psi

180 bar

2,900 lb

1,315 kg

4.6 in

116 mm

23 in

583 mm

GHD-9 3,000 ft lb
N 500 – 650

H 600 - 900

40,000 - 56,000 lb

18 - 25 metric tons

40 - 53 gpm

150 - 200 lpm

2,600 psi

180 bar

3,605 lb

1,635 kg

5 in

126 mm

23.9 in

608 mm

GHD-10 4,000 ft lb
N 430 - 550

H 600 - 800

46,000 - 66,000 lb

21 - 30 metric tons

44 - 55 gpm

165 - 210 lpm

2,600 psi

180 bar

4,800 lb

2,180 kg

5.4 in

136 mm

24.4 in

620 mm

GHD-12 5,500 ft lb
N 400 – 520

H 650 - 780

56,000 - 86,000 lb

25.5 - 39 metric tons

45 - 58 gpm

170 - 220 lpm

2,650 psi

183 bar

5,655 lb

2,565 kg

5.7 in

146 mm

25.6 in

650 mm

GH-15 8,000 ft lb 320 - 400 bpm
66,000 - 100,000 lb

30 - 45 metric tons

53 - 66 gpm

200 - 250 lpm

2,600 psi

180 bar

6,800 lb

3,085 kg

6.1 in

156 mm

27.2 in

690 mm

GH-18 12,000 ft lb 300 - 400 bpm
70,000 - 114,000 lb

32 - 52 metric tons

58 - 77 gpm

220 - 290 lpm

2,500 psi

172 bar

7,805 lb

3,540 kg

6.5 in

165 mm

29.1 in

740 mm

GH-23 13,500 ft lb 300 - 400 bpm
100,000 - 150,000 lb

45 - 68 metric tons

66 - 85 gpm

250 - 320 lpm

2,600 psi

180 bar

10,750 lb

4,875 kg

6.9 in

174 mm

34.6 in

880 mm

GH-30 15,000 ft lb 310 - 390 bpm
100,000 - 186,000 lb

45 - 84 metric tons

74 - 92 gpm

280 - 350 lpm

2,600 psi

180 bar

13,500 lb

6,125 kg

7.2 in

184 mm

32 in

813 mm

GH-40 17,000 ft lb 240 - 330 bpm
160,000 - 260,000 lb

72.5 - 118 metric tons

79 - 106 gpm

300 - 400 lpm

2,600 psi

180 bar

17,000 lb

7,710 kg

8 in

204 mm

35.4 in

899 mm

GH-50 20,000 ft lb 210 - 280 bpm
240,000+ lb

108+ metric tons

92 - 119 gpm

350 - 450 lpm

2,600 psi

180 bar

24,910 lb

11,300 kg

8.4 in

214 mm

39.7 in

1,008 mm

HYDRAULIC HAMMER SPECIFICATIONS

*“Impact Energy Class” is a marketing rating and does not relate to measured impact energy. **Working weights include tool and mounting bracket. 

Weights may vary with bracket configurations. ***In reference to Impact Frequency specs for GHD models:  “N” is at Normal Speed/Standard Power, “H” 

is at High Speed/Reduced Power. Specifications subject to change without notice.

 » Primary and secondary rock breaking

 » Primary and secondary concrete breaking / recycle / C&D 

application

 » Slag removal and breaking

 » Size reduction of oversize materials - rock and concrete 

but not limited to

 » Road construction preparation

 » Sidewalk and curb construction

 » Primary demolition

 » Underwater applications

 » Site excavation / preparation

 » Scaling and tunnel excavation

 » Trenching

APPLICATIONS

GHD Models are equipped with a 2 SPEED SELECTOR VALVE that allows the operator 

to adjust the speed/power of the hammer based on material type. 

THE GHD SPEED SELECTOR HAS 3 MODES:

H: High Speed / Reduced Power / Allows Blank Firing 

N: Normal Speed / Standard Power / Allows Blank Firing 

N/ABF: Normal Speed / Standard Power / Anti-Blank Fire (Standard Factory Setting)



Hydraulic Hammers
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PH-Series

Quick-change tool system with 

single round retainer pin
Variety of tool 

configurations available

Slip-fit tool bushings for 

quick, easy replacement

Easily accessible gas charge valve

Fully-sleeved design allows 

for extended service life — more 

favorable cost of 

long-term ownership

One-piece hammer body 

without tie rods 

Gas-fired piston maximizing 

hammer e­iciency  

Simple, two-moving parts 

design for reliability 

Anti-Blank Fire feature increases 

hammer component life 
(quick field conversion to allow blank firing)

Ports for automatic bushing 

lubrication and air for 

underwater use
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PH-Series
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NPK

Model

Impact 

Energy Class*

(ft lb)

Impact 

Frequency

(bpm)

Recommended

Carrier Weight

(lb-metric tons)

Oil Flow

(gpm-lpm)

Operating 

Pressure

(psi-bar)

Working 

Weight**

(lb-kg)

Tool 

Diameter

(in-mm)

 Tool

Working 

Length

(in-mm)

PH-06 150 ft lb 480 - 1,200 bpm
2,400 - 4,000 lb

1 - 1.8 metric tons

4 - 9 gpm

15 - 35 lpm

2,030 psi

140 bar

220 lb

100 kg

1.7 in

42 mm

11.8 in

300 mm

PH-07 200 ft lb 450 - 1,300 bpm
3,000 - 6,000 lb

1.3 - 2.7 metric tons

4 - 12 gpm

15 - 45 lpm

2,465 psi

170 bar

275 lb

125 kg

1.9 in

47 mm

12.4 in

315 mm

PH-1 350 ft lb 550 - 1,100 bpm
4,000 - 7,500 lb

1.8 - 3.5 metric tons

7 - 15 gpm

25 - 55 lpm

2,465 psi

170 bar

500 lb

225 kg

2.2 in

57 mm

14 in

356 mm

PH-2 500 ft lb 500 - 1,200 bpm
6,000 - 11,000 lb

2.7 - 5 metric tons

7 - 16 gpm

25 - 60 lpm

2,465 psi

170 bar

610 lb

275 kg

2.6 in

66 mm

15.1 in

384 mm

PH-3 750 ft lb 500 - 1,150 bpm
8,000 - 16,000 lb

3.6 - 7.3 metric tons

12 - 26 gpm

45 - 100 lpm

2,465 psi

170 bar

990 lb

450 kg

3 in

76 mm

16.5 in

419 mm

PH-4 1,300 ft lb 400 - 1,000 bpm
12,000 - 18,000 lb

5.5 - 8 metric tons

13 - 32 gpm

50 - 120 lpm

2,465 psi

170 bar

1,235 lb

560 kg

3.4 in

86 mm

18.5 in

470 mm

* "Impact Energy Class" is a marketing rating and does not relate to measured impact energy. **Working weight includes tool and mounting bracket. Weights may vary

depending on bracket configurations. Specifications subject to change without notice.

HYDRAULIC HAMMER SPECIFICATIONS

 » Primary and secondary rock breaking

 » Primary and secondary concrete breaking / recycle / C&D 

application

 » Slag removal and breaking

 » Size reduction of oversize materials - rock and concrete 

but not limited to

 » Road construction preparation

 » Sidewalk and curb construction

 » Primary demolition

 » Underwater applications

 » Site excavation / preparation

 » Scaling and tunnel excavation

 » Trenching

APPLICATIONS



* "Impact Energy Class" is a marketing rating and does not relate to measured impact energy. **Working w

Weights may vary depending on bracket configurations. Specifications subject to change without notice
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Adapter Tool

Asphalt 

Cutter Tool
Frost 

Cutter Tool

Post/Pipe 

Driver

Tamper 

Plate

Hydraulic Hammers

STANDARD & SPECIALTY TOOLS

NPK’s water-ready hammers help to make working 

environments safer and to meet OSHA silica dust 

reduction regulations.

Chisel (FX) or (FY) 

Controlled breakage of concrete, layered sedimentary rock 

(trenching, breaking oversize), general demolition

Blunt Tool (E) 

Concrete slab, bridge decking, breaking oversize, slag removal

Moil Point (P) 

Soft material, breaking concrete structures — columns, etc., highway 

construction, general demolition

Core Tool (PC) 

Carbide steel core minimizes wear and breakage. Hard rock, general demolition

*Option currently available for NPK Hammer models 

PH-1, PH-2, PH-3 and PH-4  that are equipped with 

Enclosed Bracket.

 » Water spray nozzle integrated into bracket

 » Wide spray angle for maximum coverage

 » Easy access for serviceability

 » Ready to be connected to water supply  

(NOTE: Water reservoir and pump not included.)

DUST SUPPRESSION

( use with Tamper Plate and Post/Pipe Drivers)



ing weight includes tool and mounting bracket. 

ice.
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Tools and Accessories
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 » Hydraulically-driven

 » Cartridge refill adapter 

provided with pump for 

refilling grease tubes

 » Various cartridge adapters 

available for conforming to 

di�erent size grease tubes

*Ideal for hammers being used

on multiple machines

 » Automatically provide a continuous supply of grease while 

hammer is running

 » Reduce maintenance costs by extending hammer tool 

bushing life

 » Reduce labor costs due to elimination of manual greasing 

 » Reliable even in low temperatures

 » Suitable for special lubricants including copper-based 

pastes

 » All NPK Auto Lube Systems include mounting hardware 

and adapter fittings

Carrier Mounted Auto Lubes

Hammer Mounted Auto Lubes 

AUTO LUBE SYSTEMS

 » Electrically-driven

 » L Models come with a low level switch that activates a warning light and buzzer in the cab, and can be wired (on solenoid energized circuits) to shut off hammer 
when insufficient grease levels are detected.

 » Hose from Carrier Mounted Auto Lube to Hammer is not included and is a dealer supplied option

Models PH-3, PH-4, GH-6
GH-7, GH-9, GH-10, 

GH-12, GH-15, GH-18

GH-23, GH-30, 

GH-40, GH-50

Cartridge 

Capacity
14 oz 14 oz 14 oz x 2

Max Output/Hr 0.43 lbs (0.19 kg) 0.43 lbs (0.19 kg) 0.85 lbs (0.38 kg)

G015 G025 G050

Models PH-3, PH-4 GH-6, GH-7, GH-9 GH-10, GH-12, GH-15, GH-18, GH-23 GH-30, GH-40, GH-50

G-075/G-075L G-100/G-100L G-150/G-150L G-153/G-153L G-175/G-175L G-186/G-186L

Reservoir

Capacity
4.4 lbs (2 kg) 8.8 lbs (4 kg) 8.8 lbs (4 kg) 17.6 lbs (8 kg) 8.8 lbs (4 kg) 17.6 lbs (8 kg)

Max Output/

Hr at 24V
0.5 lbs (0.22 kg) 0.5 lbs (0.22 kg) 1 lb (0.44 kg) 1 lb (0.44 kg) 1.5 lbs (0.68 kg) 1.5 lbs (0.68 kg)

*Ideal for dedicated hammer carriers

HAMMER GREASE
It is imperative that special lubricants be used in your NPK hammer to 

protect the main components.

NPK o�ers hammer grease to meet severe-duty job requirements.

Our specially formulated moly-based grease and chisel paste are o�ered in:

 » 35 lb. pails  » Cases of 14 oz. cartridges for Carrier Mounted Auto Lubes

 » Cases of refillable 14 oz. cartridges of Chisel Paste for 

Hammer Mounted Auto Lubes



Compactors
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Bolt-on bracket 

Fixed rotation with 

optional 90° Swivel  

Clean hose routing 

from compactor to 

end of stick  

Internally-routed hoses for 

maximum protection  

Oil-bath lubrication eliminating 

the need to grease bearings 

One-piece eccentric housing 

for added strength

Vertically mounted rubber mounts 

ensuring optimum transfer of energy

Optional single or dual 

backfill blade

Fully-protected steel 

monoblock control valve

Built in:

 » Flow Control

 » Relief 

 » Anti-Cavitation 

 » Flow Direction Valve

APPLICATIONS

 » Soil & aggregate compaction

 » Steep slope compaction

 » Trenching compaction as deep as excavator will allow, to 

promote safety

 » Backfilling - including trench backfilling

 » Driving & extracting sheeting and all types of posts

 » Installation of seawall sheeting

 » Waste compaction at transfer stations, etc.

 » Breaking up frozen commodities

NPK AttAchmeNts desigNed, built & bAcKed by NPK
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NPK Model C-2D C-3D C-4C C-6C C-8C C-10C C-12C

Recommended

Carrier Weight

(lb-metric tons)

5,000-12,000 lb

2.5-5.5 metric tons

7,000-18,000 lb

3-8 metric tons

10,000-25,000 lb

4.5-11.5 metric tons

16,000-42,000 lb

7-19 metric tons

30,000-65,000 lb

13.5-29.5 metric tons

60,000-100,000 lb

27-45 metric tons

80,000-140,000 lb

36-63.5 metric tons

Impulse Force

(lbf-kN)

3,500 lbf

15.6 kN

6,000 lbf

26.7 kN

7,800 lbf

34.7 kN

16,000 lbf

71.2 kN

24,000 lbf

106.8 kN

34,000 lbf

151.2 kN

45,000 lbf

200.2 kN

Cycles per 

Minute (rpm)
2,400 rpm 2,200 rpm 2,100 rpm 2,200 rpm 2,200 rpm 2,200 rpm 2,200 rpm

Oil Flow 

(Standard)

(gpm-lpm)

11 - 13 gpm

42 - 49 lpm

14 - 16 gpm

53 - 61 lpm

18 - 22 gpm

68 - 83 lpm

28 - 33 gpm

106 - 125 lpm

38 - 43 gpm

144 - 163 lpm

40 - 51 gpm

151 - 193 lpm

55 - 70 gpm

208 - 265 lpm

 (Low-Flow 

Option)

Operating 

Pressure*

(psi-bar)

1,500 - 2,000 psi

105 - 140 bar

1,950 - 2,450 psi

134 - 169 bar

1,700 - 2,200 psi

117 - 152 bar

1,800 - 2,300 psi

124 - 159 bar

2,000 - 2,500 psi

140 - 172 bar

2,000 - 2,500 psi

140 - 172 bar

2,000 - 2,500 psi

140 - 172 bar

Relief Pressure

(psi-bar)

2,500 psi

172 bar

2,600 psi

179 bar

2,600 psi

179 bar

2,600 psi

179 bar

2,600 psi

179 bar

2,600 psi

179 bar

2,600 psi

179 bar

Swivel Feature N/A Optional Optional Optional Optional Optional Optional

Baseplate 

Dimensions

(in-mm)

12 x 25 in

305 x 635 mm

17 x 28 in

432 x 711 mm

23 x 34 in

584 x 864 mm

29 x 40 in

737 x 1,016 mm

34 x 46 in

864 x 1,168 mm

40 x 52 in

1,016 x 1,321 mm

45 x 58 in

1,143 x 1,473 mm

Compaction 

Area

(ft2-m2)

2.1 ft2

.19 m2

3.3 ft2

.30 m2

5.4 ft2

.50 m2

8.1 ft2

.75 m2

10.9 ft2

1.01 m2

14.5 ft2

1.35 m2

18.1 ft2

1.68 m2

Narrow Baseplate

Option
N/A N/A Special Order Special Order Special Order Special Order Special Order

Weight** (Fixed)

(lb-kg)

390 lb

177 kg

760 lb

345 kg

910 lb

413 kg

1,650 lb

748 kg

2,240 lb

1,016 kg

3,530 lb

1,601 kg

4,350 lb

1,973 kg

Weight** (Swivel)

(lb-kg)
N/A

800 lb

363 kg

960 lb

435 kg

1,715 lb

778 kg

2,325 lb

1,055 kg

3,615 lb

1,640 kg

4,475 lb

2,030 kg

Height

(in-mm)

28 in

711 mm

29 in

737 mm

30 in

762 mm

39 in

991 mm

45 in

1,143 mm

50 in

1,270 mm

55 in

1,397 mm

Width

(in-mm)

12 in

305 mm

17 in

432 mm

23 in

584 mm

29 in

737 mm

34 in

864 mm

40 in

1,016 mm

45 in

1,143 mm

Please Contact NPK

COMPACTOR SPECIFICATIONS

*Operating pressures shown are with standard hydraulic motor. Operating pressures will be di�erent with optional hydraulic motors. Options are available for special

applications. **Weight does not include mounting bracket. Specifications subject to change without notice.

npkce.com



Bolt-on bracket 

configuration 

Fully-protected steel 

monoblock control valve

Built in:
- Flow Control 

- Anti-Cavitation 

- Relief   

- Flow Direction Valve

Available in 90° free 

rotation, allowing for 

ideal positioning

Vertically mounted 

rubber mounts 

ensuring optimum 

transfer of energy

Oil-bath lubrication 

eliminating the need to

grease bearings 

Hydraulic cylinder 

lock grips material 

preventing slippage

Clean hose routing from 

sheet pile driver to stick

Sheet Pile Drivers

10

APPLICATIONS

 » Driving / extracting Z and flat panel 

sheeting

 » Driving / extracting H and I beams as 

required

 » Driving posts when equipped with a 

special adaptor

NPK AttAchmeNts desigNed, built & bAcKed by NPK



*Weight does not include mounting bracket. Specifications subject to change without notice. *A secondary hydraulic kit is needed for operation of the 

clamp (no case drain needed).

NPK 

Model

Recommended 

Carrier Weight

(lb-metric tons)

Impulse 

Force

(lbf-kN)

Cycles per 

Minute 

(rpm)

Oil Flow 

(Standard)

(gpm-lpm)

Operating 

Pressure

(psi-bar)

Weight* 

(Swivel)

(lb-kg)

Height

(in-mm)

Width

(in-mm)

C-6CSD
16,000-42,000 lb

7-19 metric tons

16,000 lbf

71.2 kN
2,200 rpm

28 - 33 gpm

106 - 125 lpm

1,800 - 2,300 psi

124 - 159 bar

2,150 lb

975 kg

64 in

1,626 mm

23 in

584 mm

C-8CSD
30,000-65,000 lb

13.5-29.5 metric tons

24,000 lbf

106.8 kN
2,200 rpm

38 - 43 gpm

144 - 163 lpm

2,000 - 2,500 psi

140 - 172 bar

2,750 lb

1,247 kg

67 in

1,702 mm

25 in

635 mm

C-10CSD
60,000-100,000 lb

27-45 metric tons

34,000 lbf

151.2 kN
2,200 rpm

40 - 51 gpm

151 - 193 lpm

2,000 - 2,500 psi

140 - 172 bar

4,130 lb

1,873 kg

81 in

2,057 mm

33 in

838 mm

NPK Model
Chuck Opening

(in-mm)

Chuck Oil Flow

(gpm-lpm)

Chuck Pressure

(psi-bar)

C-6CSD,

C-8CSD,

C-10CSD

1.5 in

38.1 mm

3 - 5 gpm

11 - 19 lpm

3,045 psi

210 bar

npkce.com 0911

SHEET PILE DRIVER SPECIFICATIONS
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G Jaw Set 

(Pulverizing- Secondary 

Demolition)

Equipped with Replaceable  

Tooth Plate

S Jaw Set 

(Cracking- Primary 

Demolition)

K Jaw Set (Shearing) 

Bolt-On Piercing Tip 

available for 

M-35 and M-38

 m-35  
with quick 

change jaws

Material Processors

12

Powerful 360° hydraulic 

rotation allows for easy 

repositioning

Bolt-on mounting bracket for 

interchangeability between carriers 

Guarding to protect cylinder    

NPK’s integrated Hydraulic 

Booster improves power 

and achieves faster cycle 

times, therefore increasing 

productivity and performance 

Interchangeable Jaws 

providing versatility and 

productivity in demolition, 

concrete processing, and 

scrap recycling 

NPK AttAchmeNts desigNed, built & bAcKed by NPK



*Weight does not include mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow. Specifications subject to change without notice.  

NPK

Model

Recommended

Carrier Weight

(lb-metric tons)

Weight*

(lb-kg)

Max Jaw

Opening

(in-mm)

Cycle Time**

(sec)

Oil Flow

(gpm-lpm)

Operating

Pressure

(psi-bar)

Max Crush/Pierce 

Force at Tip

(lbf-kN)

M-20S
40,000 - 50,000 lb

18 - 23 metric tons

4,355 lb

1,975 kg

37 in

940 mm

2.8 close

1.4 open

26 - 53 gpm

100 - 200 lpm

3,625 psi

250 bar

155,120 lbf

690 kN

M-20G
40,000 - 50,000 lb

18 - 23 metric tons

4,520 lb

2,050 kg

30.3 in

770 mm

2.8 close

1.4 open

26 - 53 gpm

100 - 200 lpm

3,625 psi

250 bar

166,360 lbf

740 kN

M-20K
40,000 - 50,000 lb

18 - 23 metric tons

4,530 lb

2,055 kg

21.1 in

535 mm

2.8 close

1.4 open

26 - 53 gpm

100 - 200 lpm

3,625 psi

250 bar

179,850 lbf

800 kN

M-28S
50,000 - 80,000 lb

23 - 36 metric tons

6,400 lb

2,900 kg

42 in

1,067 mm

3.1 close

1.7 open

50 - 80 gpm

190 - 300 lpm

3,625 psi

250 bar

231,555 lbf

1,030 kN

M-28G
50,000 - 80,000 lb

23 - 36 metric tons

6,850 lb

3,105 kg

35.8 in

910 mm

3.1 close

1.7 open

50 - 80 gpm

190 - 300 lpm

3,625 psi

250 bar

251,790 lbf

1,120 kN

M-28K
50,000 - 80,000 lb

23 - 36 metric tons

6,900 lb

3,130 kg

25.1 in

637 mm

3.1 close

1.7 open

50 - 80 gpm

190 - 300 lpm

3,625 psi

250 bar

267,520 lbf

1,190 kN

M-35S
60,000 - 80,000 lb

27 - 36 metric tons

7,535 lb

3,415 kg

43 in

1,092 mm

3.1 close

1.5 open

50 - 80 gpm

190 - 300 lpm

3,770 psi

260 bar

220,310 lbf

980 kN

M-35G
60,000 - 80,000 lb

27 - 36 metric tons

7,590 lb

3,440 kg

39 in

981 mm

3.1 close

1.5 open

50 - 80 gpm

190 - 300 lpm

3,770 psi

260 bar

254,035 lbf

1,130 kN

M-35K
60,000 - 80,000 lb

27 - 36 metric tons

7,370 lb

3,345 kg

23.7 in

601 mm

3.1 close

1.5 open

50 - 80 gpm

190 - 300 lpm

3,770 psi

260 bar

249,540 lbf

1,110 kN

M-38S
66,000 - 110,000 lb

30 - 50 metric tons

8,450 lb

3,835 kg

48.6 in

1,234 mm

3.8 close

2.1 open

60 - 100 gpm

225 - 380 lpm

3,625 psi

250 bar

292,250 lbf

1,300 kN

M-38G
66,000 - 110,000 lb

30 - 50 metric tons

9,100 lb

4,130 kg

45 in

1,142 mm

3.8 close

2.1 open

60 - 100 gpm

225 - 380 lpm

3,625 psi

250 bar

305,740 lbf

1,360 kN

M-38K
66,000 - 110,000 lb

30 - 50 metric tons

9,370 lb

4,250 kg

30.2 in

766 mm

3.8 close

2.1 open

60 - 100 gpm

225 - 380 lpm

3,625 psi

250 bar

339,460 lbf

1,510 kN

APPLICATIONS

MATERIAL PROCESSOR SPECIFICATIONS

npkce.com 0913

 » Sorting, sizing and processing C&D materials

 » Primary demolition on site

 » Primary demolition of concrete structures [Cracking Jaw- S]

 » Secondary processing of concrete rubble to remove  

rebar and wire [Pulverizer Jaw- G]

 » Separating concrete from rebar [Pulverizer Jaw- G] 

 » Cutting rebar, pipe, steel, and other scrap metal in a 

primary or secondary application [Shear Jaw- K]

npkce.com



Demolition Shears
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Enclosed main frame with 

protected hose routing 

Powerful 360° Mechanical, Hydraulic, 

or Electro-Hydraulic rotation allows 

for easy positioning   

NPK’s integrated Hydraulic 

Booster improves power 

and achieves faster cycle 

times, therefore increasing 

productivity and performance 

Bolt-on replaceable serrated cutting 

blades for better grip and increased 

control of material

Robust handling tip for 

superior manipulation 

while processing scrap

Diminished jaw deflection 

due to arm pin design 

APPLICATIONS

 » C&D recycling / sorting

 » Primary and secondary cutting of ferrous and non-ferrous 

metals on demolition projects

 » Cutting rebar, pipes, beams, and steel materials

 » Processing ferrous and non-ferrous metals in  

recycle yards

 » Commercial demolition projects

 » For small carriers that can fit into tight spaces

 » And many more! 

NPK AttAchmeNts desigNed, built & bAcKed by NPK



*Working weight includes mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow. Specifications subject to change without notice.

*Working weight includes mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow.  

Specifications subject to change without notice.

NPK

Model

Skid 

Steer

(lb-kg)

Excavator 

Class 

2nd Member

(lb-metric tons)

Excavator 

Class 

3rd Member

(lb-metric tons)

Working

Weight*

(lb-kg)

Max Jaw

Opening

(in-mm)

Max Jaw

Depth

(in-mm)

Cutter

Length

(in-mm)

Cycle 

Time**

(sec)

Oil 

Flow

(gpm-lpm)

Operating

Pressure

(psi-bar)

Max 

Cutting

Force

(lbf-kN)

K-3JFR
5,000 lb

2,270 kg

4,500-9,000 lb

2-4 metric tons

5,500-9,000 lb

2.5-4 metric tons

815 lb

370 kg

14.0 in

355 mm

13.9 in

352 mm

8.7 in

220 mm

1.2 close

0.6 open

8-16 gpm

30-60 lpm

2,610 psi

180 bar

164,110 lbf

730 kN

K-3JR
5,000 lb

2,270 kg

4,500-9,000 lb

2-4 metric tons

8,000-15,500 lb

3.5-7 metric tons

890 lb

405 kg

14.0 in

355 mm

13.9 in

352 mm

8.7 in

220 mm

1.2 close

0.6 open

8-16 gpm

30-60 lpm

2,610 psi

180 bar

164,110 lbf

730 kN

K-3JREH
5,000 lb

2,270 kg

4,500-9,000 lb

2-4 metric tons

9,000-15,500 lb

4-7 metric tons

1,090 lb

495 kg

14.0 in

355 mm

13.9 in

352 mm

8.7 in

220 mm

1.2 close

0.6 open

8-16 gpm

30-60 lpm

2,610 psi

180 bar

164,110 lbf

730 kN

K-4JFR
6,500 lb

2,950 kg

4,500-12,000 lb

2-5.5 metric tons

8,000-12,000 lb

3.5-5.5 metric tons

975 lb

440 kg

15.7 in

400 mm

15.7 in

400 mm

10.2 in

260 mm

1.3 close

0.7 open

8-19 gpm

30-70 lpm

2,610 psi

180 bar

179,850 lbf

800 kN

K-4JR
6,500 lb

2,950 kg

4,500-12,000 lb

2-5.5 metric tons

9,000-20,000 lb

4-9 metric tons

1,050 lb

475 kg

15.7 in

400 mm

15.7 in

400 mm

10.2 in

260 mm

1.3 close

0.7 open

8-19 gpm

30-70 lpm

2,610 psi

180 bar

179,850 lbf

800 kN

K-4JREH
6,500 lb

2,950 kg

4,500-12,000 lb

2-5.5 metric tons

10,000-20,000 lb

4.5-9 metric tons

1,250 lb

565 kg

15.7 in

400 mm

15.7 in

400 mm

10.2 in

260 mm

1.3 close

0.7 open

8-19 gpm

30-70 lpm

2,610 psi

180 bar

179,850 lbf

800 kN

K-7JFR -
9,000-15,500 lb

4-7 metric tons

13,000-20,000 lb

6-9 metric tons

1,700 lb

770 kg

20.9 in

532 mm

21.0 in

534 mm

13.4 in

340 mm

1.3 close

0.7 open

13-34 gpm

50-130 lpm

3,045 psi

210 bar

290,000 lbf

1,290 kN

K-7JR -
9,000-15,500 lb

4-7 metric tons

13,000-31,000 lb

6-14 metric tons

1,780 lb

810 kg

20.9 in

532 mm

21.0 in

534 mm

13.4 in

340 mm

1.3 close

0.7 open

13-34 gpm

50-130 lpm

3,045 psi

210 bar

290,000 lbf

1,290 kN

K-7JREH -
9,000-15,500 lb

4-7 metric tons

13,000-31,000 lb

6-14 metric tons

1,820 lb

825 kg

20.9 in

532 mm

21.0 in

534 mm

13.4 in

340 mm

1.3 close

0.7 open

13-34 gpm

50-130 lpm

3,045 psi

210 bar

290,000 lbf

1,290 kN

15

3 Rotation Options Available:

Mechanical/Free: “JFR” Models 

 » Mechanical rotation which allows to self-position on material and rotate throughout the bite

Full Hydraulic: “JR” Models 

 » Equipped with a full hydraulic rotation system which requires a secondary hydraulic circuit

Electro-Hydraulic: “JREH” Models 

 » Equipped with an electro-hydraulic selector valve allowing operation for both jaw and rotation o� of a single auxiliary circuit and 12V 

power connection

DEMOLITION SHEAR SPECIFICATIONS

npkce.com
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Powerful hydraulic rotation 

motor featuring dual motors 

for DG-20A through DG-50, 

ideal for heavy-duty high-

torque applications

Cutting tips are 

interchangeable 

and reversable for 

extended wear life

Protected cylinder with 

cushion at end of the opening

High-strength and wear-

resistant Hardox® steel

Easy Maintenance 

Main pin integrated 

with dust seals

Pilot check valve 

prevents unexpected 

opening of arms 

Fully-protected 

hose routing 

Bolt-on bracket for versatility 

Demolition Grabs

APPLICATIONS

 » C&D recycling / sorting

 » Primary and secondary demolition of wood and concrete 

block structures

 » Industrial recycling applications, hazardous waste handling

 » Select demolition projects

 » Loading and unloading of materials

NPK AttAchmeNts desigNed, built & bAcKed by NPK
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NPK
Model

Recommended
Carrier Weight

(lb-metric tons)

Weight*
(lb-kg)

Capacity
(Volume)
(yd³-L)

Operating
Pressure
(psi-bar)

Oil Flow
(gpm-lpm)

Closing
Force

(lbf-kN)

Operating
Pressure
(psi-bar)

Oil Flow
(gpm-lpm)

A
(in-mm)

B
(in-mm)

C
(in-mm)

DG-4
5,500 - 9,000 lb

2.5 - 4 metric tons
380 lb
172 kg

0.12 yd³
90 L

2,610-3,770 psi
180-260 bar

4 - 9 gpm
15 - 35 lpm

3,370 lbf
15 kN

1,500-2,000 psi
100-140 bar

3-6 gpm
12-22 lpm

45 in
1,145 mm

33 in
837 mm

18 in
450 mm

DG-4EH
5,500 - 9,000 lb

2.5 - 4 metric tons
455 lb
206 kg

0.12 yd³
90 L

2,610-3,770 psi
180-260 bar

4 - 9 gpm
15 - 35 lpm

3,370 lbf
15 kN

1,500-2,000 psi
100-140 bar

3-6 gpm
12-22 lpm

45 in
1,145 mm

33 in
837 mm

18 in
450 mm

DG-6
 9,000 - 13,000 lb
4 - 6 metric tons

640 lb
290 kg

0.2 yd³
150 L

2,900-4,060 psi
200-280 bar

5 - 10 gpm
20 - 40 lpm

4,720 lbf
21 kN

1,450-1,885 psi
100-130 bar

2.5-4 gpm
10-15 lpm

53 in
1,355 mm

41 in
1,045 mm

20 in
500 mm

DG-6EH
 9,000 - 13,000 lb
4 - 6 metric tons

715 lb
325 kg

0.2 yd³
150 L

2,900-4,060 psi
200-280 bar

5 - 10 gpm
20 - 40 lpm

4,720 lbf
21 kN

1,450-1,885 psi
100-130 bar

2.5-4 gpm
10-15 lpm

53 in
1,355 mm

41 in
1,045 mm

20 in
500 mm

DG-9
 11,000 - 20,000 lb
5 - 9 metric tons

990 lb
450 kg

0.24 yd³
180 L

3,190-4,640 psi
220-320 bar

8 - 13 gpm
30 - 50 lpm

7,195 lbf
32 kN

1,450-1,885 psi
100-130 bar

3-4 gpm
12-15 lpm

64 in
1,632 mm

43 in
1,080 mm

23 in
580 mm

DG-9EH
 11,000 - 20,000 lb
5 - 9 metric tons

1,065 lb
485 kg

0.24 yd³
180 L

3,190-4,640 psi
220-320 bar

8 - 13 gpm
30 - 50 lpm

7,195 lbf
32 kN

1,450-1,885 psi
100-130 bar

3-4 gpm
12-15 lpm

64 in
1,632 mm

43 in
1,080 mm

23 in
580 mm

DG-14
 15,000 - 31,000 lb
7 - 14 metric tons

1,415 lb
642 kg

0.39 yd³
300 L

3,625-5,075 psi
250-350 bar

8 - 16 gpm
30 - 60 lpm

8,540 lbf
38 kN

1,450-2,030 psi
100-140 bar

5-8 gpm
20-30 lpm

71 in
1,800 mm

46 in
1,175 mm

28 in
700 mm

DG-16
22,000 - 35,000 lb
10 - 16 metric tons

1,930 lb
875 kg

0.56 yd³
425 L

3,625-5,075 psi
250-350 bar

16 - 26 gpm
60 - 100 lpm

10,790 lbf
48 kN

1,450-2,030 psi
100-140 bar

5-8 gpm
20-30 lpm

72.8 in
1,850 mm

48.6 in
1,235 mm

34 in
860 mm

DG-20A
31,000 - 44,000 lb
14 - 20 metric tons

2,755 lb
1,250 kg

0.65 yd³
500 L

3,625-5,075 psi
250-350 bar

16 - 26 gpm
60 - 100 lpm

11,690 lbf
52 kN

1,450-2,030 psi
100-140 bar

8-13 gpm
30-50 lpm

80.7 in
2,050 mm

51.2 in
1,300 mm

37 in
950 mm

DG-25
35,000 - 57,000 lb
16 - 26 metric tons

3,200 lb
1,450 kg

0.78 yd³
600 L

3,625-5,075 psi
250-350 bar

16 - 26 gpm
60 - 100 lpm

11,690 lbf
52 kN

1,450-2,030 psi
100-140 bar

8-13 gpm
30-50 lpm

85 in
2,160 mm

52 in
1,330mm

44 in
1,115 mm

DG-30A
40,000 - 66,000 lb
18 - 30 metric tons

4,080 lb
1,850 kg

1.05 yd³
800 L

3,625-5,075 psi
250-350 bar

21 - 32 gpm
80 - 120 lpm

16,185 lbf
72 kN

1,450-2,030 psi
100-140 bar

8-13 gpm
30-50 lpm

94.9 in
2,410 mm

58.6 in
1,490 mm

44 in
1,115 mm

DG-40A
55,000 - 88,000 lb
25 - 40 metric tons

4,520 lb
2,050 kg

1.18 yd³
900 L

3,625-5,075 psi
250-350 bar

21 - 32 gpm
80 - 120 lpm

16,185 lbf
72 kN

1,450-2,030 psi
100-140 bar

8-13 gpm
30-50 lpm

94.9 in
2,410 mm

58.6 in
1,490 mm

54 in
1,360 mm

DG-50
77,000 - 110,000 lb
35 - 50 metric tons

5,510 lb
2,500 kg

1.44 yd³
1,100 L

3,625-5,075 psi
250-350 bar

26 - 37 gpm
100 - 140 lpm

20,230 lbf
90 kN

1,450-2,320 psi
100-160 bar

8-13 gpm
30-50 lpm

96.5 in
2,450 mm

61 in
1,560 mm

57 in
1,450 mm

Specifications reflect standard configurations: single motor DG-4/4EH, DG-6/6EH, 

DG-9/9EH, DG-14, DG-16 and double motor DG-20A, DG-25, DG-30A, DG-40A, DG-50.

*Weight does not include mounting bracket. Specifications subject to change without notice.

(Refer to illustration below)

DimensionsRotation

DEMOLITION GRAB SPECIFICATIONS

Full Hydraulic

 » Equipped with a full hydraulic rotation system which requires 

     a secondary hydraulic circuit

Optional Electro-Hydraulic: “EH” Models

 » Equipped with an electro-hydraulic selector valve allowing 
operation for both jaw and rotation o� of a single auxiliary 

circuit and 12V power connection

360° Rotation Allows for Easy Repositioning:

npkce.com

A

B

C

Dimensions



18

Concrete Crushers

Protected cylinder with 

extra guarding

Bolt-on replaceable tooth 

plates for all “A” models

High-strength replaceable 

cutting blades

NPK’s integrated Hydraulic 

Booster improves power and 

achieves faster cycle times, 

therefore increasing productivity 

and performance 

Available in both 360° 

hydraulic rotation for easy 

positioning or fixed 

APPLICATIONS

 » C&D recycling / sorting [Rotating and non-rotating units]

 » Sizing of concrete in a recycling application  

[Rotating and non-rotating units]

 » Separating concrete from rebar  

[Rotating and non-rotating units]

 » Primary demolition [Rotating Units]

NPK AttAchmeNts desigNed, built & bAcKed by NPK
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NPK

Model

Recommended

Carrier Weight

(lb-metric tons)

Working

Weight**

(lb-kg)

Max Jaw

Opening

(in-mm)

Jaw Width

(in-mm)

Cycle 

Time***

(sec)

Oil Flow

(gpm-lpm)

Operating

Pressure

(psi-bar)

 Max Crushing

Force at Tip

(lbf-kN)

U-21JA
42,000 - 62,000 lb

19 - 28 metric tons

4,800 lb

2,180 kg

31.5 in

800 mm

18.1 in

460 mm

1.6 close

0.8 open

26 - 53 gpm

100 - 200 lpm

3,770 psi

260 bar

145,000 lbf

645 kN

U-21JRA*
42,000 - 62,000 lb

19 - 28 metric tons

5,650 lb

2,565 kg

31.5 in

800 mm

18.1 in

460 mm

1.6 close

0.8 open

26 - 53 gpm

100 - 200 lpm

3,770 psi

260 bar

145,000 lbf

645 kN

U-31JA
62,000 - 106,000 lb

28 - 48 metric tons

6,250 lb

2,835 kg

38.6 in

980 mm

23.2 in

590 mm

2.9 close

1.6 open

26 - 66 gpm

100 - 250 lpm

4,060 psi

280 bar

258,530 lbf

1,150 kN

U-31JRA*
62,000 - 106,000 lb

28 - 48 metric tons

7,300 lb

3,310 kg

38.6 in

980 mm

23.2 in

590 mm

2.9 close

1.6 open

26 - 66 gpm

100 - 250 lpm

4,060 psi

280 bar

258,530 lbf

1,150 kN

U-45J
90,000 - 110,000 lb

41 - 50 metric tons

9,400 lb

4,265 kg

44.5 in

1,130 mm

25.6 in

650 mm

3.0 close

1.6 open

46 - 73 gpm

175 - 275 lpm

4,350 psi

300 bar

283,260 lbf

1,260 kN

U-45JR*
90,000 - 110,000 lb

41 - 50 metric tons

9,920 lb

4,500 kg

44.5 in

1,130 mm

25.6 in

650 mm

3.0 close

1.6 open

46 - 73 gpm

175 - 275 lpm

4,350 psi

300 bar

283,260 lbf

1,260 kN

* “R” models come with full 360° hydraulic rotation for maximum versatility. **Working weight includes mounting bracket. ***Cycle time is full stroke, without material, at

maximum oil flow. Specifications subject to change without notice.

U-Series

CONCRETE CRUSHER SPECIFICATIONS

npkce.com
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Concrete Crushers

Enclosed main frame with 

protected hose routing 

Single cylinder for 

predictable power  

Integrated cutting 

blades can be shimmed 

and flipped to extend 

service life 

Carbide teeth allow for 

longer service life and 

quick field replacement 

NPK’s integrated Hydraulic 

Booster improves power 

and achieves faster cycle 

times, therefore increasing 

productivity and performance 

Powerful 360° Mechanical, Hydraulic, 

or Electro-Hydraulic Rotation allows 

for easy positioning   

APPLICATIONS

 » Primary and secondary demolition and recycling 

operations

 » For small carriers that can fit into tight spaces

 » Internal demolition

 » Select demolition

NPK AttAchmeNts desigNed, built & bAcKed by NPK
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NPK

Model

Excavator Class 

3rd Member

(lb-metric tons)

Working

Weight*

(lb-kg)

Max Jaw

Opening

(in-mm)

Max Jaw

Depth

(in-mm)

Oil Flow

(gpm-lpm)

Operating

Pressure

(psi-bar)

Tip Force

(lbf-kN)

Cycle Time**

(sec)

X-4AFR
9,000 - 12,000 lb

4 - 5.5 metric tons

975 lb

440 kg

17.3 in

440 mm

15.7 in

398 mm

8 - 18 gpm

30 - 70 lpm

3,045 psi

210 bar

76,435 lbf

340 kN

1.3 close

0.7 open

X-4AR
9,000 - 20,000 lb

4 - 9 metric tons

1,050 lb

475 kg

17.3 in

440 mm

15.7 in

398 mm

8 - 18 gpm

30 - 70 lpm

3,045 psi

210 bar

76,435 lbf

340 kN

1.3 close

0.7 open

X-4AREH
10,000 - 20,000 lb

4.5 - 9 metric tons

1,250 lb

565 kg

17.3 in

440 mm

15.7 in

398 mm

8 - 18 gpm

30 - 70 lpm

3,045 psi

210 bar

76,435 lbf

340 kN

1.3 close

0.7 open

X-7AFR
13,000 - 20,000 lb

6 - 9 metric tons

1,560 lb

710 kg

21.6 in

550 mm

18.9 in

481 mm

13 - 34 gpm

50 - 130 lpm

3,625 psi

250 bar

110,155 lbf

490 kN

1.3 close

0.7 open

X-7AR
13,000 - 31,000 lb

6 - 14 metric tons

1,640 lb

745 kg

21.6 in

550 mm

18.9 in

481 mm

13 - 34 gpm

50 - 130 lpm

3,625 psi

250 bar

110,155 lbf

490 kN

1.3 close

0.7 open

X-7AREH
13,000 - 31,000 lb

6 - 14 metric tons

1,680 lb

760 kg

21.6 in

550 mm

18.9 in

481 mm

13 - 34 gpm

50 - 130 lpm

3,625 psi

250 bar

110,155 lbf

490 kN

1.3 close

0.7 open

X-Series

* Working weight includes mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow. Specifications subject to change without notice.

3 Rotation Options Available:

Mechanical/Free: “AFR” Models 

 » Mechanical rotation which allows crusher to self-position on material and rotate throughout the bite

Full Hydraulic: “AR” Models 

 » Equipped with a full hydraulic rotation system which requires a secondary hydraulic circuit

Electro-Hydraulic: “AREH” Models 

 » Equipped with an electro-hydraulic selector valve allowing operation for both jaw and rotation o� of a single auxiliary circuit and 12V 

power connection

CONCRETE CRUSHER SPECIFICATIONS

npkce.com



* "Impact Energy Class" is a marketing rating and does not relate to measured impact energy. **Working w

Weights may vary depending on bracket configurations. Specifications subject to change without notice
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Protected and internal 

hose routing

NPK’s Integrated Hydraulic Booster 

improves power and achieves 

faster cycle times, therefore 

increasing productivity and 

performance

Powerful 360° hydraulic 

rotation allows for easy 

repositioning

Trunnion cylinder 

provides consistent force 

throughout crushing cycle

Replaceable rebar cutter in 

the center of the jaw that 

can be flipped for longer life

Replaceable bolt-on tooth 

plates to reduce downtime 

and e­iciencies

NPK AttAchmeNts desigNed, built & bAcKed by NPK

Crusher Pulverizer V-Series 

NPK 

Model

Recommended 

Carrier Weight 

(lb-metric tons)

Working 

Weight* 

(lb-kg)

Max Jaw 

Opening 

(in-mm)

Jaw 

Width 

(in-mm)

Operating

Pressure

(psi-bar)

Rotation 

Flow

(gpm-lpm)

Max Crushing 

Force at Tip 

(lbf-kN)

Cycle 

Time**

(sec)

Oil Flow

(gpm-lpm)

V250R
53,000 - 77,000 lb 

24 - 35 metric tons

6,065 lb 

2,750 kg

35.4 in 

900 mm

22 in 

560 mm

4,060 psi 

280 bar

4-10 gpm 

15 - 40 lpm

229,500 lbf 

1,020 kN

1.8 close 

1 open

26 - 66 gpm 

100 - 250 lpm

SPECIFICATIONS

* Working weight includes mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow. Specifications subject to change without notice.

APPLICATIONS

 » Primary demolition [using Large Hole Tooth Plate]  » Secondary demolition [using Small Hole Tooth Plate]



ing weight includes tool and mounting bracket. 

ice.
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Hard Car Unloaders

APPLICATIONS

Protected articulation 

area that allows for 

170° rotation

Heavy-duty hydraulic cylinders

manufactured to withstand the

harshest environments

Equipped with a rotary actuator 

for side-to-side access

Airline that helps to remove all 

product during unloading to 

reduce cleanout cost

Robust/reinforced weldments  

Manufactured out of wear-resistant

and high-strength steel, the NPK pick is

designed to improve your e�iciencies

 » Safely and e�iciently unloading bulk commodities from 

bottom dump rail cars

 » DDG, grain, frozen commodities such as coal, stone etc.

npkce.com
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Robust/reinforced weldments  

Protected articulation area, available in both swing 

cylinder (170°) and slewing ring style (270°)

Heavy-duty hydraulic cylinders 

manufactured to withstand harshest 

environments

Oversized pins and steel bushings, provide 

maximum strength and alignment accuracy

Top mounted hydraulics for 

protection and longevity Hoses routed through the top of 

the hammer bracket for maximum 

hose protection

Pedestal Boom Systems

NPK AttAchmeNts desigNed, built & bAcKed by NPK

APPLICATIONS

 » Breaking rock or concrete being fed into a primary crusher

 » Breaking bridged rock at a primary crusher

 » C&D recycling / sorting

 » Industrial recycling systems

 » Primary crusher when crushing asphalt

 » Bulk & custom material handling 



Hammer

Model

Impact 

Energy Class 

(ft lb)

*Impact 

Frequency 

(bpm)

Oil Flow 

(gpm/lpm)

Hammer 

Operating Pressure 

(psi/bar)

Hammer 

Working Weight 

(lb/kg)

Tool 

Diameter

(in/mm)

Maximum Unit 

Horsepower 

(HP/kW)

Pump 

Pressure 

(psi/bar)

Power Unit 

Reservoir Capacity 

(gal/l)

Dry 

Weight 

(lb/kg)

PH-2 500 500-1,200 7-16/25-60 2,465/170 610/275 2.6/66 30/22 2,400/165 75/284 1,100/499

PH-3 750 500-1,150 12-26/45-100 2,465/170 990/450 3.0/76 30/22 2,400/165 75/284 1,100/499

PH-4 1,300 400-1,000 13-32/50-120 2,465/170 1,235/560 3.4/86 40/30 2,700/186 75/284 1,200/544

GHD-6 2,000 450-800 24-40/90-150 2,465/170 2,500/1,135 4.2/106 50/37 2,900/200 75/284 1,300/590

GHD-7 2,500 400-750 26-48/100-180 2,600/180 2,900/1,315 4.6/116 60/45 3,100/214 75/284 1,500/680

GHD-9 3,000 500–650 40-53/150-200 2,600/180 3,605/1,635 5.0/126 125/93 3,100/214 150/568 2,765/1,254

GHD-10 4,000 430-550 44-55/165-210 2,600/180 4,800/2,180 5.4/136 125/93 3,100/214 150/568 2,765/1,254

GHD-12 5,500 400–520 45-58/170-220 2,650/183 5,655/2,565 5.7/146 125/93 3,150/217 150/568 2,765/1,254

GH-15 8,000 320-400 53-66/200-250 2,600/180 6,800/3,085 6.1/156 150/112 3,100/214 225/851 2,900/1,315

B-550 20.5/6.2 7.3/2.2 2700 11,000/4,990

B-650 23.4/7.1 10.6/3.2 2700 11,500/5,216

B-5500 21.9/6.7 7.5/2.3 2700 18,100/8,210

B-6500 25.2/7.7 9.4/2.9 2700 19,000/8,618

B-7500 28.9/8.8 11.7/3.6 2700 19,700/8,936

B-8500 32.2/9.8 13.5/4.1 2700 20,300/9,208

B-40 13.5/4.1 4.8/1.5 1700 5,200/2,359

B-50 16.3/5.0 6.6/2.0 1700 5,500/2,495

B-400 14.8/4.5 4.3/1.3 1700 8,000/3,629

B-500 17.5/5.3 6.6/2.0 1700 8,500/3,856

B-600 19.9/6.1 8.3/2.5 1700 9,500/4,309

B-700 23.5/7.2 11.8/3.6 1700 10,000/4,536

B-800 26.5/8.1 14.1/4.3 1700 10,500/4,763

B-8500HD 30.2/9.2 18.7/5.7 2700 35,000/15,876

B-9500HD 32.2/9.8 20.3/6.2 2700 38,000/17,237

B-10500HD 34.4/10.5 23.0/7.0 2700 40,600/18,416

B-11500HD 38.1/11.6 27.2/8.3 2700 43,000/19,504

All booms are complete with controls. Numerous options are available. If a di­erent length 

or configuration is needed, please contact NPK.

PH-2 PH-3 PH-4 GH-6  GH-7 GH-9 GH-10 GH-12 GH-15

B-40

B-50

B-400

B-500

B-600

B-700

B-800

B-550

B-650

B-5500

B-6500

B-7500

B-8500

B-8500HD

B-9500HD

B-10500HD

B-11500HD

HAMMER COMPATIBILITY

NPK HEAVY-DUTY HYDRAULIC HAMMER SPECIFICATIONS HYDRAULIC POWER UNIT SPECIFICATIONS

Pedestal 

Boom 

Model

Horizontal Reach 

with Hammer

(ft/m)

Vertical Reach 

w/o Hammer

(ft/m)

Swing 

Rotation

(°)

Boom 

Weight

(lb/kg)

NPK PEDESTAL BOOM SPECIFICATIONS

Hammers are equipped with heavy-duty, abrasion-resistant mounting brackets. Blunt tool is standard with pedestal hammers, cross-cut chisel is optional. *Impact Frequency 

for GHD Pedestal Mounted Hammers reflects standard factory setting: Normal Speed, Standard Power. NPK Power Units are equipped with 230/460 VAC, 3-Ph 60 Hz, T.E.F.C. 

motors, return line filter, level and temperature gauge. Options available. Specifications subject to change without notice.

Horizontal measurements are from 
center of swing to center of tool 
with hammer in vertical position

25npkce.com
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 » Whip hoses and hardware package included

 » OEM match pins available for most carriers (up to 110 mm diameter)

 » Made in USA

 » Bracket weldment designed and built by NPK to the exact 

OEM bucket specs to mount your NPK attachment to your 

carrier:

• Mini-excavator

• Skid steers

• Backhoes

• Wheel loaders

• Full-size excavators 

• Available for specialty couplers 

also... Consult NPK

Dedicated Mounting Kits

PINS FOR MOUNTING KITS

30-40 mm Diameter Pins

45-50 mm Diameter Pins

60-70 mm Diameter Pins

80 mm Diameter Pins

90 mm Diameter Pins

100 mm Diameter Pins

110 mm Diameter Pins

For any other pin diameter sizes not listed, please consult NPK Inside Sales.

Mounting Kits and Pins



Uptime is important!

Keep your NPK attachments up and running their best using 

genuine NPK parts. NPK’s parts warehouse is stocked with 

NPK OEM replacement parts.

Use Genuine NPK Parts

27npkce.com



Durability and serviceability are key advantages of NPK attachments. For your convenience, NPK also 

o�ers shop tools and supplies that are useful in maintaining and servicing NPK products.

Service Tools & Supplies

1” Drive Impact Wrench Long Neck Grinder2.5” Square Drive Impact Wrench
Model NW-5000A(P)

NPK AttAchmeNts desigNed, built & bAcKed by NPK

Model NHG-65LDModel NWH-750-24(P)

*Sockets available for impact 

wrenches- sold separate
*Various wheels available for grinder for 

polishing, grinding, cutting- sold separate

Press Brench

Assembly LubricantBall HoneTool Bushing Wear Gauge

Polishing Table Flow Meter

 » for disassembly and reassembly of 

hammers

 » for quick positive 

lubrication during 

assembly of all NPK 

products

 » for honing NPK hammer 

main bodies

 » for measuring tool to 

bushing clearance

 » for polishing NPK hammer 

pistons and sleeves

 » for testing flow and pressure 

on carriers

When maintained and serviced regularly, NPK attachments can last many years!
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Each product sold by NPK is subject to an express written warranty. NPK makes 

no other warranty, express or implied, including any warranty of merchantability 

or fitness for any particular purpose. NPK is not liable for any incidental or 

consequential damages.

7550 Independence Drive

Walton Hills, OH 44146-5541

Phone (440) 232-7900

NPK Construction Equipment, Inc.

npkce.com

We are NPKCE!

NPK Construction Equipment, Inc. was established in 1985 to serve the needs of the construction, demolition and mining 

industries in the Americas. NPK has an extensive and competent dealer network, as well as a sta� of more than 100 employees 

including engineering and design teams with years of industry experience. Our knowledgeable service sta� continually provides 

educational training and assistance for NPK products and our customer service group coordinates resources for e�icient and 

optimum distribution. 

Situated on more than 16 acres in Walton Hills, Ohio USA, NPKCE's combined 200,000 sq ft of facilities range from general o�ices 

and parts warehouse to state-of-the-art machining centers for fabrication/manufacturing to production/assembly of units and 

mounting kits. All divisions/departments are integrated onto one campus creating a collaborative environment that is highly 

e�icient in streamlining all processes from start to finish which allows for quick delivery of NPK's high quality products.

NPK is a fully developed designer, manufacturer, assembler, importer, exporter of the finest, most reliable attachments available. 

The "NPK"trademark is a symbol for quality products worldwide!

Celebrating 40 Years of Quality, Dedication and 

Commitment to Excellence and Unmatched Support in 

the Construction, Demolition and Mining Industries!

1985 - 2025


