
 

              

SB16-2B 

SUBJECT: COMPACTOR-SHEET PILE DRIVER PRE-DELIVERY 
INSPECTION 

 

 

MODEL(S): ALL MODELS 

 

Model __________  Serial Number _________  Date __________  
 

Verify Items Noted Below Prior To Delivery 
 

 
Verify hydraulic hoses between the motor 
and manifold are tight. 

 
 
 
 
 

 
Verify hydraulic hoses for the clamp are tight. 

 
 
 
 

 

 
 

Verify manifold fittings are tight. 
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SB16-2B 

 
Verify Items Noted Below Prior To Delivery 

 

 

 

Place compactor on level flat surface.  
Remove drain plug, oil should be touching 
the bottom of drain port. 

 

*Carrier hydraulic circuit needs to be tested for correct flow (GPM) and return line back 
pressure.  Return line flow should go straight back to the carrier’s tank and pressure 
should not exceed 150 psi. 
*The Sheet Pile Drivers circuit needs to be tested to ensure the clamp will hold the load while 
operating.  Failure to do so could result in serious injury.  Please follow the charts below to 
ensure proper set up.  For all questions, please contact the NPK Service Department. 
 

 
MODEL 

  

OIL  
FLOW 

OPERATING 
PRESSURE 

   RELIEF VALVE  
 PRESSURE SETTING 

gpm (lpm) psi (bar) psi (bar) 

C2D 13 (49) 1500-2000 (105-140) 2500 (170) 

C3D 16 (61) 1700-2200 (117-150) 2500 (170) 

C4C 22 (83) 1700-2200 (117-150) 2600 (180) 

C6C/C6CSD 33 (125) 1800-2300 (125-160) 2600 (180) 

C8C/C8CSD 43 (160) 2000-2500 (140-170) 2600 (180) 

C10C/C10CSD 51 (210) 2000-2500 (140-170) 2600 (180) 

C12C 70 (265) 2000-2500 (140-170) 2600 (180) 

*These values are for standard motors only.  For compactors with a low flow motor, please 
contact the NPK Service Department for proper settings. 
*The carrier circuit relief settings should be a minimum of 200 psi (14 bar) above the sheet 
pile driver relief settings. 
 

MODEL 
  
  

CHUCK CYLINDER  
OIL FLOW 

CHUCK CYLINDER 
OPERATING PRESSURE 

gpm (lpm) psi (bar) 

C6CSD 3 - 5 (10-20) 3045 (210) 

C8CSD 3 - 5 (10-20) 3045 (210) 

C10CSD 3 - 5 (10-20) 3045 (210) 

 


