Large Jaw Opening Makes the
SV250R Well Suited for Up to
40+ Inch Thick Concrete

~ Slimmer Profile Allowing for
~ Better Visibility and Versatilityin =~
More Restricted Areas and Ideal
for High Reach Applications

~Full 360° Hydraulic Rotation
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Concrete . High Crushing Force with
Crusher SV-Series

Large Jaw Opening

SPECIFICATIONS

. Rotation E—
Recommended Working Operating Oil Flow Max Jaw MaxJaw Max Crushing Cycle Operating 0il Flow
Carrier Weight Weight* Pressure _ Opening Depth Force at Tip Time** Pressure )
(Ib-metric tons) (Ib-kg) (psi-bar) (gpm-lpm) (in-mm) (in-mm) (Ibf-kN) (sec) (psi-bar) (gpm-lpm)

NPK
Model

42,000 - 62,000lb 6,350 1b 4.050 psi 26 - 105 gpm 47 in 30.5in 258,500 Ibf 21 close 2,030 psi 5-8gpm

SV-250R 19 - 28 metric tons 2,880 kg 280 bar 100 - 400 Ipm 1,200 mm 775 mm 1150 kN 1.2 open 140 bar 20 - 30 Ipm

*Working Weight includes mounting bracket. **Cycle time is full stroke, without material, at maximum oil flow.
Specifications subject to change without notice.

Designed and built for reliability

Powerful 360° rotation
allows for easy repositioning

™ e———————o Protected and internal
hose routing

Dual boosted cylinders for
greater crushing power. They
also allow for self indexing when
working on structures, thus
reducing stress on the carrier.

NPK's Integrated Hydraulic Booster
improves crushing power and achieves
faster cycle times, therefore increasing
productivity and performance

Guarding to protect cylinders

Wide jaw opening for
Rugged design for extended life primary concrete demolition
Manufactured from high-strength,

abrasion-resistant steel; reinforced shields

protect cylinder rods

Full 360° hydraulic rotation
Provides an effective angle of attack for any
job wherever the location.

(*Case drain line is required.)

LOWG"S. your C°§t per't.on Cutting blades in the throat for managing
Allows efficient handling of difficult nuisance rebar/steel encountered during
demolition projects demolition

Contact tips are easily field
repairable by weld build up and
hard facing

NPK's cylinder/booster design improves crushing/cutting
power to handle the toughest jobs

Integral hydraulic booster system automatically boosts power when
the jaws meet resistance, providing maximum crushing force and
faster cycle times, improving productivity with a greater
power-to-weight ratio.

Each product sold by NPK is subject to an express written warranty. NPK makes 4 NPK Construction Equipment, Inc.

no other warranty, express or implied, including any warranty of merchantability icjrr; e

. ) 7550 Independence Drive
information

or fitness for any particular purpose. NPK is not liable for any incidental or
consequential damages. - & on Concrete Walton Hills, OH 44146-5541
d Crushers Phone (440) 232-7900

Printed in U.S.A. Form No. B19-0100 (06/26) © 2026,
NPK Construction Equipment, Inc.




